IZERO™

SPOT YOUR FUTURE

PRODUCTION LINE

High throughput system with inline QC, the
highest accuracy and comprehensive dispensing
possibilities

Distance Sensor system for a perfect dispensing on target surfaces

Climate Control system for logging all production variables

Environmental enclosure for CO,control, UV light or ionizers

Mobile iZERO™ set-up with easy exchange and maintenance

Contact:
M24You GmbH - BessemerstraBe 16 - 12103 Berlin, Germany
Phone +49 (0) 30. 856 11 939-0 - info@m24you.com - www.m24you.com



MICRODISPENSERS
IN ONE INSTRUMENT

M2MD

M2-Micro-Dispenser for low r
nano-to low mililitre
applications

PDMD

Piezo Driven Micro-Dispenser for
pico- to low nanolitre applications

The
. microdispenser for

Al ‘ accelerating sample
Pin Driven .
Micro- throughput, with a
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NG pins for swift
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DNA / protein / cell microarrays

Multiplex ELISA

Lateral Flow

Biochips, Lab-on-a-Chip

Biomarkers, assays on slides, MTPs, NC membranes
Custom specific substrates and formats
Semiconductors

Biosensors

TECHNICAL DATA

TARGET & SOURCE
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ARGET

65 glass slides (portrait) or 9 MTPs (portrait)

microfluidics, MALDI plates, biochips, wavers

NC membranes, customised target

96-, 384-,1536-MTPs

1 x 24-well chip, 100 uL

1x 65-well chip of 25 uL

16 plastic vials 0.5-2 mL

cartridge dispensing from 2-20 mL vial (M2-Dispenser-CT)

MICRODISPENSERS

PIEZO-DRIVEN MICRO-DISPENSER (PDMD)

30 pL to 400 pL per droplet; c.v. < 2 %; max. frequency
3000 Hz (depends on the dispenser version)
M2-MICRO-DISPENSER (M2MD)

10 nL to mL; c.v. < 2 %; max. frequency 10-250 Hz,
depends on version of the dispenser)

PIN-DRIVEN MICRO-DISPENSER (PinDMD)

100 pl to nL per dispensing; c.v. < 5%; frequency > 5000

|

ISPENSE MODES
aspiration (air-gap possible); dispense; bulk dispense out of
large volume source vials; re-suspending samples, pin
dispensing mode, spot-on-the-fly mode
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INSTRUMENT

RESOLUTION
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POSITIONING ACCURACY

MAXIMUM POSITIONING VELOCITY
up to 20 spot depositions per second
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MAXIMUM DRIVE RANGE
-400

iZERO™-600

X =400 mm, Y =600 mm, Z =80 mm

iZERO™- CUSTOMIZED

tailored made
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DIMENSIONS
iZERO HIGH END STANDALONE MODEL

W 85cm, D 130 cm, H 248 cm, weight 500 kg

HEPA FILTER
wi

eight 12 kg



